FEB 17 1982 D\)M 608/

LOCTITE CORPORATION MATERIAL SAFETY DATA

IINFORMATION witlL 8E TREATED AS CONFIDENTIAL)

SECTION ] MATERIAL IDENTIFICATION l name: Primer T ]nm e 747
MANUFACTURER'S NAME 1 EMERGENCY TELEPHONE NO.
Loctite Corporation (203) 278-1280 X429
ADORESS {umper, Streer, City, State, Z2io Cooe) . .
. 05 N. Mountain Rd., Newington, CT 06111
CHEMICAL NAME AND SYNONYMS TRADE NAME AND SYNONYMS

CHEMICAL FAMILY FORMULA NUMBER

CHEMICAL AND PHYSICAL PROPERTIES
SECTION Il I [USE ADDITIONAL S~EETS IF NECESSARY)
MOLECULAR WT 8CILING POINT MELTING POINT ?)PEENCSlG"S GRAVITY {Wilerzl)or BULXK
170-180 °F 1.3 e 80 °F
VAPOR DE TV (B =) VAPOR PRESSURE (mm rg)
Z . §§ 166 e 68 oF e of e of
SOLUBILITY ODOR/APPEARANCE épr‘/ I INDEX OF REFRACTION
Negative Sharp, vellow ligqui e oF
CORROSIVE ACTION ON MATERIALS {e.g. stuminum, Carpon steel, CODPEr, rudDEr, piastics, etc.}
DOES THE MATERIAL Yes Yes Yes STRONG Yes POSSIBLE PRODUCTS PRODUCED ON DECOMP.
g)e(gg;a;gqsrsownen AIR T no WATER l—}-% No HEAT HNO OXIDIZERS || no ‘ A
SECTION 11} l FLAMMABILITY AND EXPLOSIVE PROPERTIES
F ASHCLosTng SETAFLASH | IF FLASHM POINT CHANGES DURING EVAPORATION GIVE DATA
pSINT o oF

LOWER UPPER ‘] ves FIRE POINT JAUTOGNITION TEMP| SUITABLE EXTINGUISHING AGENTS

EXPLOSIVE LIMITS _lsuscerTiBILITY TO .
{S by voi.n air} % SFONTANEOUS HEATING No °F °F C02 ’ Foam, Dry Chemical
WHAT PRODUCTS MIGHT BE FORMED IN THE EVENT OF FIRE OR ABNORMAL TEMPERATURES?

Toxic chlorides
UNUSUAL FIRE OR EXPLOSIVE HAZARCS COMPRESSED GASES VES ROOM TEMPERATURE

None NAME NO os1

GIVE CHEMICAL NAMES OF COMPONENTS, 1T IS IMPORTANT TO KNOW WHETHER ALCOMOL 1S METHANOL:

SECTION IV ]COMPOS!TION AN AROMATIC HYDROCARBON IS 2ENZENE, A CHLORINATED MATERIAL IS CARBON TETRACHLORIDE.

HAZARDOUS MATERIALS

Must include any ingredients & N,\%\',6‘"\\

which are regulated or otherwise & ‘\‘"’;& &xé &

controlled due to their o\p" LS o«

hazardous or toxic nature ©
Methyl Chloroform ~90! 350 X ]
Isopropanol e~ 71400 X .
Dialkyl toluidine a~ 51 U X

Regulated by and reference number:

SECTION V ] HEALTH HAZARD DATA

PERMISSIBLE EXPOSURE LIMITS

350 ppm
EFFECTS OF EREXPOSURE . . . .
Qﬁeaaacﬁe, nausea, dizziness occur above TLV. High exposure causes narcosis.
Also moderately toxic through skin absorption.

EMERGENCY AND FIRST AID PROCEDURES
Inhalation: Remove to fresh air, If symptoms persist, obtain
medical attention. Skin/Eye Contact: Flush with water. Obtain medical attention.

SECTION VI REACTIVITY DATA

. Ty CONDITIONS TO AVOID
STABIL UNSTABLE
STABLE

NCOMPATABLL! atenais 10 Avpio) A
' JiT"attac paint, enamel, etc.

~AZ Q4§ DECO SITIQN,PROQICTS
oxic cﬁpforl e Iumes

CONDITIONS TO AVOID

HAZARDOUS MAY OCCUR
POLYMERIZATION
WILL NOT OCCUR

BOE-C6-0225296



e

SECTION VI | spiLL oR LEAK PROCEDURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED

Flush with shop solvents.

WASTE DISPOSAL METHOD

Standard for chlorinated hydrocarbons

- SECTION VIl SPECIAL PROTECTION INFORMATION
RESPIRATORY PROTECTION (specity type)
LOCAL EXHAUST SPECIAL
VENTILATION Necessarv for prolonged nse,
MECHANICAL {goneral} OTHER
PROTECTIVE GLLOVES (type if required) .EYE PROTECTION ~
: Recommended Recommended
OTHER PROTECTIVE EQUIPMENT .
SECTION IX l SHIPPING REGULATIONS FOR HAZARDOUS MATERIAL ]

A. 1S THE ARTICLE SUBJECT TO SHIPPING REGULATION FOR HAZARDOUS MATERIAL UNDER EACH OF THE FOLLOWING MODES (1}
NOTE: {1). {2}, (3), (4)- REFER TO INSTRUCTIONS: MATERIAL SAFETY DATA SECTION IX
YES NO

VES NO YES NO
RAIL B BuUS PARCEL POST B UNITED PARCEL
TRUCK H AR (2) WATER CARRIER

B. IF ANY MODES IN A 1S ANSWER “ YES ', COMPLETE TH!S SECTION (IF NECESSARY ATTACH ADDITIONAL DETAIL SHEET)

TYPE OR CLASS DESCRIBED IN THE REGULATIONS PROPER SHIPPING NAME (TRUE CHEMICAL OR OTHER NAME AS LISTED IN THE
CFR #49 Comb. L REGULATIONS) CFR #49-Combustible Liquid,n.o.s.
TATA — Lok T Consumer Commodity TIATA #1939 Combustible
TYPE OF PACKING CONTAINER SIZE OR QUANTITY IN MAXIMUM QUANTITY OR GROSS WEIGHT LIMITS FOR FOLLOWING Moozsliquids 'in
- PACKAGE . .
AL ous gaYlng capac- packaging
ities of 420 L or less
OUTER CONTAINER DESCRIPTION (4) TRUCK —_—— PAPARCEL POST o

WATER CARRIER

420 liters

UNITED PARCEL

SPEC. NO. IF PUBLISHED IN REGULATIONS

AIR
MAKING REQUIREMENTS FOR OUTER CONTAINER LABEL REQUIRED 1F NOT EXEMPT
MODE MARKING MODE LABEL
X
] raiL L | ran
] TRUCK : L TRUCK
| X! waTER CARRIER FLASHPOINT WATER CARRIER : Not Restricted
] 130°F (unless x| ar - (IATA) in quantities less
X1 sus inside | Bus than 420L
X] PARCEL POST container 1 QT L4 PARCEL POST
|_5z| uniTED PARCEL or less) L. ] UNITED PARCEL
L L

‘C. SHIPPING PAPERS OR /DOCUMENTS INFORMATION USE ADDITIONAL SHEETS IF NECESSARY FOR DETAILS)
OTHER INFORMATION SUCH AS RESTRICTIONS FOR SHIPMENT VIA CARGO

YES NO
- AtRCRAFT ONLY
CERNIWFICATE REQUIRED X
CHARGED PRESSURE (PSI ) u

SPECIAL STOWAGE REQUIREMENT OR INSTRUCTION D
FORCARRIER

IF YES. SPECIFY THOSE REQUIREMENT SUCH AS TEMPERATURE LM ¥S LOCATION ON CARRIER VEHICLE. EXPOSURE OR STOWAGE WARNING INSTRUCTIONS, £TC.

SECTION X SPECIAL PRECAUTION & CONCLUSION
PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING
Avoid prolonged breathing of vapor. .
ADDITIONAL SUPPLIER COMMENTS . 2 . .
AY°1d contact with skln{eyes "7t Section Mgr., Analytical Chemistry
Store below 110°F to preserve shelf life. [_°= May 10, 1979

BY E. S. Kubik
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